
Наш ассортимент промышленных малярных лент

НАДЕЖНЫЕ, ПРОЧНЫЕ И 
МНОГОФУНКЦИОНАЛЬНЫЕ



Важность маскирования в промышленных процессах часто 
недооценивается. Во многих случаях маскирование может значи-
тельно повлиять на эффективность производства и качество про-
дуктов в целом. Только использование подходящих маскирующих 
продуктов надежного качества поможет получить оптимальные 
результаты и избежать лишних трудностей в производстве.

Наши решения для маскирования разработаны с особым внимани-
ем к деталям и ежедневно подтверждают свое непревзойденное 
качество в различных применениях по всему миру. 

Малярные ленты чаще всего используются в следующих областях 
применения:
• Нанесение жидких покрытий/окрашивание распылением
• Пескоструйная обработка
• Порошковая окраска
• Высокотемпературные процессы
• Защита поверхности

Содержание – Наши малярные ленты для общеотраслевого рынка

Использование наших 
продуктов предоставляет Вам 
следующие преимущества:

• Широкий ассортимент, среди 
которого найдется решение 
даже для самых сложных 
условий применения

• Легкость выбора благодаря 
подробному описанию лент, их 
свойств и областей применения

• Стабильное и надежное 
качество, которое многократно 
было доказано на практике

• Техническая поддержка 
клиентов от опытных и 
высококвалифицированных 
инженеров

Жидкие покрытия/ 
окрашивание распылением

Процесс нанесения жидких покрытий на поверхность с использо-
ванием пульверизатора или других инструментов (валиков, кистей и 
т.п.). Часто для сушки таких покрытий применяются высокие 
температуры. В таких процессах малярные ленты используются для 
защиты участков, которые должны остаться без покрытия.

Пескоструйная обработка

Обработка поверхности абразивными материалами, которые пода-
ются с помощью сжатого воздуха. Эта техника используется для 
удаления покрытий и загрязнений, а также для модификации 
поверхности (например, для повышения износостойкости металли-
ческих поверхностей).
Выбор подходящего продукта зависит от агрессивности абразивного
материала, давления воздуха и продолжительности процесса.

Порошковая окраска

Сыпучие порошки термопластиков или термореактивных полимеров, 
как правило, переносятся на поверхность с помощью электростати-
ческих сил. Затем покрытие нагревается до 180 °C - 220 °C, что ведет 
к расплавлению порошка и формированию плотного и ровного слоя 
покрытия.
При выборе ленты необходимо учитывать ее стойкость к разрыву
и способность плотно прилегать к поверхности.

Высокотемпературные 
процессы

Наши высокотемпературные ленты оснащены термостойкими 
основами и силиконовыми клеями, благодаря чему они служат 
идеальным решением для требовательных применений при высоких 
температурах, включая маскирование во время гальванизации, пайки 
волной, процессов соединения в автоклаве при производстве 
композитных материалов, а также термоизоляцию и обмотку кабелей.
Выбор подходящего продукта зависит от типа поверхности, 
материалов, задействованных в процессе (например, химических 
веществ), а также от температуры и длительности применения.

Защита поверхности
Временная защита различных поверхностей для предотвращения 
царапин и повреждений, вызванных пылью, влагой и ударной 
нагрузкой.

РЕШЕНИЯ ДЛЯ МАСКИРОВАНИЯ
Высококачественные решения для промышленных применений

Мы предлагаем широкий ассортимент надежных маскирующих 
решений практически для любого требования процесса. Эта 
брошюра поможет Вам выбрать продукт, который лучше всего 
подходит именно для Ваших задач.
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Sandblasting Product description and application Product
Backing Total  

thickness 
[µm]

Adhesion  
to steel  
[N/cm]

Tensile
strength  
[N/cm]

Durability
Adhesive

tesa® 4434
•	 Very strong and resistant paper backing
•	 For masking applications during sand

blasting work on stone, metal, and glass
•	 Very good durability (50 sec./4 bar)

Flat paper

670 2.7 180 ● ● ● ●

Natural 
rubber

tesa® 4432
•	 Strong and resistant paper backing
•	 For masking applications during sand

blasting work on stone, metal, and glass
•	 Good durability (6 sec./4 bar)

Flat paper

330 8.0 93 ● ● ●

Natural 
rubber

tesa® 4688
• �Resistant cloth backing, good hand- 

tearability in machine and cross direction
• For masking applications during sand

blasting work on stone, metal, and glass
• Durability (<6 sec./4 bar)

PE-  
extruded 

cloth
260 4.5 52 ● ●

Natural 
rubber

tesa® 4423
• �Resistant paper backing
• For masking applications during sand

blasting work on stone, metal, and glass
• Durability (<6 sec./4 bar)

Flat paper

145 4.5 67 ●

Natural 
rubber

Powder coating Product description and application Product
Backing Total  

thickness 
[µm]

Adhesion  
to steel  
[N/cm]

Tensile
strength  
[N/cm]

Temperature  
resistance  

[°C/1 h]Adhesive

tesa® 4331
•	 Special backing laminate for high tear 

resistance and excellent paint anchorage 
•	 Good conformability
•	 Easy to remove without residue

PET/  
non- 

woven
110 4.0 53 200

Silicone

tesa® 50600
•	 High tear resistance and adhesion
•	 Residue-free removability 
•	 Also available with liner

PET

80 4.0 75 220
[30 min.]

Silicone

tesa® 50650
• Good conformability
• Thin backing for sharp paint edges
• Easy to remove without residue

PET

55 3.2 50 220
[30 min.]

Silicone

Surface protection Product description and application Product
Backing Total  

thickness 
[µm]

Adhesion  
to steel  
[N/cm]

Tensile
strength  
[N/cm]

Temperature  
resistance  

[°C/1 h]Adhesive

tesa Bodyguard® 50535
• Premium protection film for freshly 

painted surfaces
• Easy to remove without residue
• Perfect paint compatibility
• 12 months’ UV resistance for outdoor 

storage

PE film

59 0.6 24 60

EVA

tesa® 4848
• Standard protection film for smooth 

surfaces such as plastic parts, glass, 
and metal

• Easy to remove without residue
• 4 weeks’ UV resistance for outdoor 

storage

PE film

48 0.8 12 60

Acrylic

tesa® 7133
•	 For protection of smooth and rougher 

surfaces such as grained plastics
•	 �Strong adhesion and tear-resistant
•	 Very good resistance against scratches
•	 Also recommended for straight-line 

masking during spray painting

PE film

80 2.0 133 120

Natural 
rubber

tesa® 51136
•	 For protection of smooth and rougher and 

multidimensional surfaces
•	 �High resistance against scratches
•	 Good conformability

PE film

105 2.4 19 100

Acrylic

High-temperature 
applications

Product description and application Product
Backing Total  

thickness 
[µm]

Adhesion  
to steel  
[N/cm]

Tensile
strength  
[N/cm]

Temperature  
resistance  

[°C/1 h]Adhesive

tesa® 51407
• �Recommended for wave soldering, 

thermal insulation, cable wrapping, and 
various masking applications

• High chemical resistance and dielectric 
strength

• Residue-free removability

Polyimide

62 2.5 40 260 
[30 min.]

Silicone

tesa® 61126 
• �Suitable for masking in autoclave bonding 

operations during composite production or 
galvanizing processes

• High coating weight for secure bond 
• Excellent visibility even on dark surfaces 

due to high opacity 

PET

125 4.3 60 220 
[7 h]

Silicone

tesa® 61124 
•	 �Used for masking during powder-coating 

processes and bonding of low surface 
energy materials

•	 Excellent visibility even on dark surfaces 
due to high opacity

•	 Residue-free removability 

PET

60 3.5 45 220 
[7 h]

Silicone

MASKING SOLUTIONS
High-Quality Solutions for Industrial Needs

Durability: ● Low  ● ● Medium  ● ● ● Good  ● ● ● ● Very Good
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tesa.com

tesa SE
Phone: +49 40 88899 0
tesa.com/company/locations

Our management system is certified according to the 
standards ISO 9001, IATF 16949, and ISO 14001.
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